TACHIBANA ENGINEERING

MIETE(BEE)ERA A

Automatic Flip-Up Type Flood Prevention Gate

Tachibana Engineering (HK) Ltd. supplied floodgates to Hong Kong as early as 2008 to protect
electrical switch rooms which have high risk of flooding. All of our floodgates installed have
survived Super-Typhoons “Hato” in 2017 and “Mangkhut” in 2018.

This design utilizes 316 grade stainless steel all around the structure, in a flip up design.
Applications are subway entrances, carpark ramps, warehouse opening and etc.
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TACHIBANA ENGINEERING

MIETIE(BEE)ERA A

Technical Data

Material:

Embedded Structure made in Stainless Steel Grade 316 at 5mm thickness

Mullion: Stainless Steel Grade 316

Floodgate Panel: Stainless Steel Grade 316 Square Tubing 60x60mm Structure with S/S
Panel at 3-5mm thickness

Sealing Gasket: EPDM

Installation Hardware:

Stainless Steel Grade 304 or higher anchor bolt

Screws of Stainless Steel Grade 316

Sealant: Weatherproofing sealant for most applications

Labelling with installation instructions and position on each panel

*Product subjected to changes without prior notice*
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Embedded Installation
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Surface Installation
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Tachibana Engineering (HK) Ltd.

Unit C, 6/F, Reason Group Tower, 403 Castle Peak Road, Kwai Chung, N.T., Hong Kong
www.te.com.hk Tel: 2403 4898 Fax: 2403 4000 E-mail: info@te.com.hk
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